
ENERGY-SAVING TERMINAL

ER3500 ENERGY-SAVING TERMINAL WITH TOUCH

Energy-saving terminal for releasing electrical consumers in 

a room. Only by inserting an RFID card or an RFID coin is the 

electrical circuit released. This automatically reduces energy 

consumption when there is no one in the room. 

The terminal is operated together with a room controller. It re-

cognizes different encodings of the cards/coins and passes 

them on to the controller. The controller then activates the 

consumers matching the coding. In this way, for example, 

different consumers for guests or staff can be enabled for 

hotel rooms. 

Optionally, the terminal can have a touch function to activate 

displays on a reader; for example DND (Do not disturb) or 

MUR (Make-Up Room).

MH8310

MH8309

ER3500 Energy-Saving Terminal with  
touch function

ER3500 Energy-Saving Terminal without  
touch function

Energy-Saving Terminal with Touch Function

Voltage supply 
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IP protection class

Dimensions of glass panel 

(with frame + card holder)  
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Mounting

TECHNICAL DATA

12 V DC external

1.2 W

100 mA at 12 V DC

+10 to +55 °C

50

100 x 100 x 21,5 mm

Glass and plastic  

Standard: Jet black (RAL 9005)  

(further colours on request)

Flush-mounted or cavity-wall socket
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HDCC-V3
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Installation example

Dimensions

• Energy-release by inserting an RFID card or coin

• Distinction between differently encoded cards/coins

• Voltage supply via external power supply unit

• Integrated touch field for DND or MUR (option)

• Relay outputs for DND or MUR (option) on activation  
the relay switches against GND

     FEATURES
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Note: The flush-mounted socket is not included in the delivery.
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ACCESSORIES

MH9200 HDC15-V3 Room Controller


